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1) EU - Type Examination Certificate

2) Equipment and protective systems intended for use in potentially explosive atmospheres — Directive 2014/34/EU

3) EU - Type Examination Certificate Number

EPS 24 ATEX 1 040 X Revision 0
4) Equipment: Pressure sensor types 901***EX and 930***EX
) Manufacturer: Beck Sensortechnik GmbH
6) Address: Ferdinand-Steinbeis-Str. 4

71144 Steinenbronn

Germany

(7) This equipment and any acceptable variation thereto are specified in the annex to this certificate and the
documentation therein referred to.

8) Bureau Veritas Consumer Products Services Germany GmbH, notified body No. 2004 in accordance with Article
21 given in the Directive 2014/34/EU of the European Parliament and of the Council of 26 February 2014, certifies
that this equipment has been found to comply with the essential health and safety requirements relating to the
design and construction of equipment and protective systems intended for use in potentially explosive atmospheres,
given in Annex Il of the Directive. The examination and test results are recorded in the confidential documentation
under the reference number 23TH0524.

9) Compliance with the essential health and safety requirements has been assured by compliance with:
EN IEC 60079-0:2018 EN 60079-11:2012

(10)  If the sign “X" is placed after the certificate number, it indicates that the equipment is subject to special conditions
for safe use specified in the annex to this certificate.

(11)  This EU - Type Examination Certificate relates only to the design and construction of the specified equipment in
accordance with Directive 2014/34/EU. Further requirements of this Directive apply to the manufacture of this
equipment and its placing on the market. Those requirements are not covered by this certificate.

(12)  The marking of the equipment shall include the following:

I12G Exia llC T4 Gb
I12D Exia llIB T135°C Db

xplog'\o protection Tuerkheim, 2024-08-31

Certificates without signature and seal are void. This certificate is allowed to be distributed only if not modified. Extracts or modifications must be authorized by Bureau Veritas
Consumer Products Services Germany GmbH.
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(13) Annex
(14) EU - Type Examination Certificate EPS 24 ATEX 1 040 X Revision 0

(15)  Description of equipment:

The pressure sensor is used as simple electrical equipment for pressure monitoring and output of a switching signal.
The pressure sensor can be used in areas that require Category 2G or 2D equipment.

Numbers / letters are inserted instead of *** in the complete designation to indicate different variants (pressure
connection, pressure range, mechanical design). These variants have no influence on the explosion protection.

Electrical data:

For applications in Category 2G:

U =24V DC

li =100 mA

alternative:

Ui =30V DC

li =60mA

For applications in Category 2D:
U =30VDC

i =60mA

Pi =600 mW

Ciand L are negligible.

Environmental conditions:

Ambient temperature range: -20 °C < Ta < +85 °C

(16) Reference number: 23TH0524

(17)  Special conditions for safe use:

The danger of ignition due to propagating brush discharges must be avoided by mounting the equipment in areas
without intensive charging mechanism.

For type 901***EX, a maximum capacitance of 6.4 pF was measured at the non-grounded collar. Therefore,
electrostatic charges in the area of Group IIC must be avoided.

When used in group IIC environments the type 930***EX shall be protected from electrostatic charging caused by
strong charge generating processes.
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